Clear Quartz Glass Tube

Clear Quartz Glass Tube OD range 2.2mm-120mm, Si0,>99.95%,
excellent visual and chemical performance, highthermo-stability,
anticorrosive.Transmittance of visible light>20%. Dehydroxylation
available upon customer's request, OH content less than 50ppm,

20ppm, 15ppm, 10ppm, 5ppm, 2ppm or 1ppm.

Name ID Glass Type| o L aEsmURiEEm Type comparison Typical Application
(ppm) 190nm 253.7nm
Normal QT600 EN09 UB | <150 240 =87 unbaked,GE214,PH300/308,0visil451 : .
- Halogen,germicidal with
QTe01 | ENoonB | s50 | =40 | =87 baked GE214,PH300/308 Ovisil451 | ©Zone lamps,heater etc
baked,GE214,PH300/308,0visil452 Mercury laffips,germicidal lamps
T603 < 2 2 : :
Q ENO9 EB 15 40 87 baater o
QT604 ENOSBEB | =10 240 287 baked,GE214,PH300/308MD,Ovisil452
QT605 ENO7NB | =5 263 =87 GE214,PH300/308ND,Ovisil452
Metal halide lamps
QT606 ENO7EB | =2 263 =87 GE214,PH300/308ED,Ovisil451 and other applications
Low hydroxyl requiring hydroxyl free material
QT607 ENO8SB | =1 265 =288
GE214,PH300/308SD,0visil451 - -
High rate of transmittance and hydroxyl
QT608 ENO7 SB =1 268 289 free metal halide lamps etc
QT610 ENO7 UB | =150 | =268 =89 BESAA L PLAHABOR SiiAs High rate transmittance of
visi . -
i : d high ozone germicidal lamps etc
HighOzone | 1611 | eno7ng | <15 | 268 | =89 d . d
i Low Hydroxyl of high ozone
QT612 ENO7 SB | =1 268 =89 GE214A PH300/308SD,0visil451 germicidal lamps etc
Unit : nm Unit : nm
%
________________________________________________________________ Transmittance Rate:
i : H (Tested at 1.0mm Thickness) | 190 | 253.7| 312 | 312-800
______________________
; ) Normal 40 87 91 91-92
------------------------
Normel Dehydroxyl 45 87 91 91-92
U e e e Pttt e T —— Dehydroxyl
Low Hydroxyl
20.00 High Ozone ZEE
000 . - : H SiE : High Ozone 68 89 91 91-92
190 312 434 556 678 800
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